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SPECIFICATION & FEATURES

RPP’s service entrance cable is designed to safely 
deliver electrical service from the utility line to the 
residential meter base. 

• Cross - linked polyethylene insulation 90˚C rated for  
   wet and dry locations. 

• Heavy metal free polyvinyl chloride jacket. 

APPLICATION AND PERFORMANCE SPECIFICATION INFORMATION IS SUBJECT TO CHANGE WITHOUT NOTIFICATION

CONTRACTOR:

PROJECT: DATE: 

PREPARED BY: MODEL: SEU

CERTIFICATIONS/WARRANTY

Listing: UL listed

CONSTRUCTION

Max. Rating
600V

Conductors 
AA-8000 series aluminum alloy

Flame Retardant
UV & flame resistant PVC jacket

RoHS: RoHS Compliant

Warranty
Guaranteed for one year from the purchase date of the product, against mechanical defects in manufacturing.



CONTRACTOR:

PROJECT: DATE: 

PREPARED BY: MODEL: 

ORDERING INFORMATION 

Part Code IMS Code

SEU-8/8/8-AL-500 0554-5992

SEU-6/6/6-AL-500 0554-5998

SEU-4/4/6-AL-500 0554-6004

SEU-4/4/4-AL-500 0554-6007

SEU-2/2/4-AL-500 0554-6010

SEU-2/2/2-AL-500 0554-6013

SEU-1/1/1-AL-500 0554-6022

SEU-1/0-1/0-2-AL-500 0554-6031

SEU-1/0-1/0-1/0-AL-500 0554-6034

SEU-2/0-2/0-1-AL-500 0554-6052

SEU-2/0-2/0-2/0-AL-500 0554-6055

SEU-4/0-4/0-2/0-AL-500 0554-6058

SEU-4/0-4/0-4/0-AL-500 0554-6061
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